INGROUND BASE INSTALLATION INSTRUCTIONS

Recommended Tools

1. Sledgehammer 2. Level Tool 3. 4’x4”x6” Wooden Driving Block 4. Two (2) Wrenches
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A. Install In-ground Base in Ground

Position in-ground base at desired spot on the ground with tip of spike pointing down. Check evenness with level.

Center the 4”x4”x6” wooden driving tool at the top of the plate of the in-ground base.

Use a sledgehammer to tap straight down on the 4”’x4”x6” wooden driving block. Excessive force is not recommended.
Regularly check the evenness of the in-ground base as you progress by using the level tool.

Repeat tapping and checking until the top plate is flush with the ground.

Perform a final check with the level to make sure in-ground base top plate is level with the ground. Installation of the in-ground
base is complete.
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B. Install T-Stand (provided with 6’, 9’ or 12’ Menorahs) on top of In-ground Base
1. Place T-Stand on top of the In-ground plate face-to-face. Ensure the 4 holes on In-ground Base line up with the 4 holes on the
T-Stand. T Stand plate is now sitting flush with the In-ground base plate.
2. Check the evenness of T-Stand with level tool. If not leveled, insert the washer(s) provided between plates and align washers
with holes as needed to get T-Stand level.
3. Place each bolt through hole (total 4 places). Use wrench to tighten them all up firmly.
4. The T-Stand is fully installed on the In-Ground Base and is ready to receive the insertion of 6’, 9’ or 12’ Menorah.
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